NO

If 2 yrs old or more, may need
new battery. If opened manually,

Check bottom board
operation

CHECK

Check radio receiver
board operation

CHECK

?
New Install? > does test button close door?Also
check if clutch is slipping excessivly.
?
MOd%}Jé}(?k%gl?ﬁiil 2007 CHECK Door or lintel mount: operator 2" from edge
osition/confi ura?ion » of door, arm 13" for Model 100, 14.5" for
gppropriate fgr model Model 200. For parallel mount see diagrams.
. Red light must be on when door is closed.
dgcfigkn:)? hggittiin CHECK 5| Model 100 red light turns off when door moved
appropriate fopr model 1-1.5" from closed. Model 200 red light should
pprop come on when door is fully closed.
l (If not Adams-Rite strike, check for
Check electric strike & CHECK > door latch bind first) Move yellow
wiring wire to lower red terminal - does strike
release?
Check for mechanical CHECK (If Model 200 - detach arm.) Open door
issues re door and frame > manually and try closing with finger.
- excessive resistance. Also check if self-closing door.
L CHECK Do yellow LEDs (opening/closing etc) come on when test
Cbngg ;%F;f;:%]r:t » button is pushed? If not, try activating the unit by shorting

the blue & white terminals.

Check to make sure motor moves door in both

» directions by opening door & pushing test button,

with direction switch in either direction

Operator should actuate with test button. Check that
D10 LED on receiver board flickers when remote button

P is pushed. If operator does not actuate when this happens

with programmed remote (or test button), make sure you
have good connections from receiver to top board.




